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1/3HP to 2 HP
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ESSENTIAL SERIES

VARIABLE FREQUENCY DRIVE
Single Phase | 2 & 3 Wire
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Reliability On-Demand

1/3HPto2HP SERIES

. . AQUA
. Specifications PHASE
Constant Pressure - Leading Value
+ Reduced tank size
. . . . Part
Quick & simple installation Number ES3R-A

Easy Setup with PERFECT PRESSURE" Inout

Vol 120V / 240V
« Setup constant pressure within a few minutes oltage
Large Graphic Display Horsepower 1/3 HP to 2 HP
+ Bright backlit screen

ca . Current 14A

+ Visible in direct sunlight Rating

Mot 2-Wire & 3-Wire Mot
Rugged & compaCt Comp%t?tl;ility (SelectIrr;leanufactur(l-.";edurinz soel;ip)
+ NEMA 3R steel enclosure
+ Ratedto 122°F I#f%?mg?igln Includes: 4-20 mA Analog Pressure Transducer kit
Industry Best Lead Times

Anatomy of the Essential Series VFD
Superior Constant Pressure Control

ﬁ PERFECTPRESSURE"

Auto: Analog CP
Rugged NEMA 3R enclosure
designed for extreme weather

50.0 psi

‘‘‘‘‘ Large graphic display with bright 38.1Hz 4.3A
screen & intuitive interface

Spring loaded input/output

12"
terminals HOME A
Removable power and pump
lead connectors
BACK v ENTER
. \\\ All steel construction . "/
‘ Ps ; ‘ MANUAL  STOP/OFF RUN/AUTO
N - — 7) PHASE
9" (D TECHNOLOGIES
Protective insect guards &
pre-cut conduit openings (bottom)
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